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DRAINAGE TO STORM SEWER VIA PERFORATED PIPE. BOTTOM OF DRAIN SHALL BE LOCATED 6" ABOVE TOP OF SUBGRADE.

AutoCAD SHX Text
SUBGRADE

AutoCAD SHX Text
CURB SECTION PER CIVIL
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TREE GRATE: INSTALL PER MANUFACTURER'S DETAILS AND SPECIFICATIONS (OPTIONS TO TREE GRATES WILL BE CONSIDERED)
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TREE LAWN AND SIDEWALK WITH STRUCTURAL SOIL DETAIL
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FOR THIS PLANTING: EACH TREE SHALL RECEIVE A MINIMUM VOLUME OF 1,000 CF OF HIGH QUALITY PLANTING SOIL AND/OR STRUCTURAL SOIL INSTALLED PER THIS DETAIL AND DEPTH SHOWN
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SIDEWALK SECTION PER CIVIL
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STRUCTURAL SOIL 24" MIN. DEPTH REQUIRED (CAN TAPER TO 18")
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SCALE:  NOT TO SCALE
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HIGH QUALITY PLANTING SOIL MIX
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REMOVE ALL STRINGS, TAGS, TIES AND POLES FROM TREE PRIOR TO PLANTING.
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WELL COMPACTED PLANTING SOIL
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